


Battery activation and deactivation
How to activate alarm
After the unit is fully mounted into the mounting bracket, it will be automatically activated.

Note: Battery activation and deactivation 
feature is intended for one-time use only.

Note: A dust cover has been placed on the alarm. 
Keep the dust cover in place until all construction 
activities (such as drywall work, painting, varnishing, 
or installing the mounting plate) have been completed 
for at least 24 hours. Save the dust cover and use it 
again to protect the alarm during any future 
construction projects. Construction dust and chemicals 
can cause contamination and trigger false alarms.

How to deactivate alarm
Remove the deactivation device key from the bottom case 
and insert it into the deactivation device. The red indicator 
light of the smoke alarm stays lit, indicating that the 
smoke alarm is deactivated. Once deactivated the alarm 
is incapable of being reactivated and must be replaced.

AC Wired Interconnect Model Capability
This model has AC hardwire interconnect capability. When one hardwired interconnect unit sounds 
an alarm, all other compatible hardwire or interconnected units will also alarm.
Note: AC wiring must be completed properly, and the AC quick connector must be attached to
the unit for the hard wire interconnect function to work.
Interconnected units can provide earlier warning of �re than stand-alone units, especially if a �re 
starts in a remote area of the dwelling. If any unit in the series senses smoke, all units will Alarm. 
To determine which Alarm initiated an Alarm, the red LED blinks in time with alarm pattern 
indicating that this is the unit initiating the alarm in an interconnected multiple alarm, system. 
Note: lt is possible for more than one unit to detect a hazard and become an initiating alarm unit.
INTERCONNECTED UNITS MUST MEET ALL OF THE FOLLOWING REQUIREMENTS:
• AII interconnected alarms must be supplied from a single power circuit.
• Do not connect Interconnect wires to a line or neutral connection. An improper connection will 

result in damage to the alarm, failure to operate, or a shock hazard. Check the connections 
carefully before turning them on the main power to the circuit. Interconnect Wiring Diagram: 
See Diagram 4.

• A maximum of 12 smoke alarms may be interconnected in a multiple-station arrangement.
• The maximum wire run distance between the �rst and last unit in an interconnected system is 

1000 feet.
• All wiring must conform to all local electrical codes and NFPA 70 (NEC). Refer to NFPA 72, 

NFPA 101, and/or your local building code for further connection requirements.

  CAUTION! - TEST THE ALARM FOR 
CORRECT OPERATION USING THE FACILITY 
WHEN YOU ACTIVATE THE ALARM.

  WARNING! - TO PREVENT INJURY, THIS DEVICE MUST BE SECURELY ATTACHED TO THE 
CEILING/WALL IN ACCORDANCE WITH THE INSTALLATION INSTRUCTIONS. SMOKE WILL NOT 
BE ABLE TO REACH THE SMOKE SENSOR WHILE THE DUST COVER IS IN PLACE. DUST COVER 
MUST BE REMOVED!

7. Turn on the power. The green LED will turn on when the alarm is operating from AC power.
8. If the green power indicator light does not light, turn off power to the junction box and recheck 

all connections. If all connections are correct and the green power indicator still does not light 
when you restore the power, the unit should be replaced immediately.

9. Single station alarms: Test each smoke alarm. Press and hold the test button until the
unit alarms.
Interconnected alarms: Press and hold the Test/Silence button until the unit alarms. All 
interconnected Alarms should sound. The other Alarms sounding only tests the interconnect 
signal among alarms. It does not test each alarm’s operation. You must test each alarm 
individually to check if the alarm works properly. If any unit in the series does not alarm, turn 
off power and recheck connections. If it does not alarm when you restore power, replace it.

10. For new construction, place supplied dust cover over alarm to prevent damage from dust and 
construction debris. Construction dust and chemical scan cause contamination and false 
alarms When construction is complete, remove dust cover.

STAND-ALONE ALARM ONLY:
• If you are only installing one Smoke Alarm, restore power to the junction box.
INTERCONNECTED UNITS ONLY:
• If you are interconnecting multiple Smoke alarms, repeat steps 1-9 for each Smoke 

Alarm in the series. When you are �nished, restore power to the junction box.

AC connector

AC Quick Connector
harness

7. Battery Information

8. Alarm Operation And Testing

Voice Alerts
The device provides voice messages in addition to audible alarms to alert you of smoke detection 
carbon monoxide detection. 
LED Indicators
POWER Indicator (Green): The green LED indicates the device's power status. It �ashes every 40 
seconds to show that the device is powered on.
FAULT Indicator (Yellow): The yellow LED signals malfunctions or low battery warnings.
ALARM Indicator (Red): The red LED lights up to indicate an alarm status for smoke or carbon 
monoxide detection.
TEST/SILENCE Button
This button allows you to test the device or silence it during an alarm. Press and hold for more than 
1 second to activate the test function or press brie�y to activate the silence function.
Speaker
The speaker emits the smoke alarm, carbon monoxide alarm, and abnormal warning information.
Operation
The alarm becomes fully operational once it is powered on and the initial test is completed.
When triggered, the alarm emits a loud alert accompanied by voice messages. Refer to sections 1 
and 2 for details on alarm signals.
Testing
Test the alarm weekly by pressing and holding the TEST/SILENCE button for more than one second, 
then releasing it.
A quick beep con�rms the button has been pressed correctly, followed by the test sequence. Refer 
to the "Alarm Visual and Audible Indicators" table for further details.
If the alarm or voice message fails to sound, or if the sound is erratic or faint, the unit must be 
replaced.
Note:  The alarm is loud. Stand at least 2.5 feet away from the unit or use ear protection when 
testing to prevent hearing damage.
Note: Never use an open �ame to test the alarm. This could damage the unit or ignite nearby 
materials, leading to a �re hazard.
Chirping Alerts
If the unit begins to chirp due to low battery or End-of-Life mode, you can temporarily silence it by 
pressing the TEST/SILENCE button. See the Troubleshooting Guide for further instructions.

Note: Replace the unit immediately when it enters End-of-Life mode to ensure continued 
protection.

Battery disposal

1. Do not dispose of the device or the battery with regular household waste. 
2. Dispose of the battery and device in accordance with all applicable federal, state, and local 

regulations.

  WARNING! -WARNING!-Fire, explosion, and severe burn hazard. Do not recharge, crush 
disassemble, heat above 100°C, incinerate or expose contents to water.

Product overview

GREEN = POWER
YELLOW = FAULT 
RED  = ALARM

Voice

LED Indicator

TEST/SILENCE button

Speaker

  WARNING! - The following substances can affect the sensor and may cause false actions: 
methane, propane, isobutene, isopropanol, ethylene, benzene, toluene, ethyl acetate, hydrogen 
sul�de, sulfur dioxides, alcohol based products, paints, thinner, solvents, adhesives, hair sprays, 
after shaves, perfumes and some cleaning agents.

  WARNING! - Your smoke alarm will not be operational and will not monitor for smoke levels 
without battery.

11. Good Safety Habits: Develop An Escape Plan

Prepare and practice a home escape plan twice a year, including drills at night. Know two ways out 
of every room(door & window) and identify a meeting place outside the home where everyone will 
gather once they have exited the residence. When two people have reached the meeting place, one 
should leave to call the �re department's telephone number while the second person stay to 
account for additional family members. Establish a rule that once you're out, you never reenter 
under any circumstance!
• Make a �oor plan indicating all doors and windows and least two escape routes from each 

room. Second story windows may need a rope or chain ladder.
• Have a family meeting and discuss your escape plan, showing everyone what to do in case 

of �re and where to meet after they leave the house.
• Ensure that small children hear the alarm and wake when it sounds. They must wake up on 

order to execute the escape plan. Practice allows all occupants to test your plan before an 
emergency. You may not be able to reach your children. It is important they know what to 
do.

• Familiarize everyone with the sound of the smoke alarm and train them to leave you home 
when they hear it.

• Current studies have shown smoke alarms may not awaken all sleeping individuals, and 
that it is the responsibility of individuals in the household that are capable of assisting other 
to provide assistance to those who may not be awakened by the alarm sound, or to those 
who may be incapable of safely evacuating the area unassisted.

• Install and maintain �re extinguishers on every level of the home and in the kitchen, 
basement and garage. Know how to use a �re extinguisher prior to an emergency.

12. How to Identify Nuisance Alarms

13. Maintenance Information

14. Warranty Information

Smoke Nuisance
SILENCE: If you know why the alarm is sounding, and you can verily that it is not a life threatening 
situation, you can push the button silence the alarm for about 8 minutes. If the smoke is not too 
dense, that unit will silence. After the SILENCE period, the smoke alarm will automatically reset and 
sound the alarm if particles of combustion are still present. You can use SILENCE repeatedly until 
the air has been cleared of the condition causing the alarm.
NOTE: Dense smoke will override SILENCE and sound a continuous alarm. If no �re is present, 
check to see if one of the reasons listed in "Locations to avoid" may have caused the alarm. If a 
�re is discovered, get out and call the �re department or 911.
This alarm is designed to minimize nuisance alarms. Cigarette smoke will not normally cause the 
unit to alarm, unless the smoke is blown directly into the alarm. Combustion particles from cooking 
may set off the alarm if it is located too close to a cooking appliance. Large quantities of 
combustible particles are generated from spills or when broiling. Using the fan on a range hood 
which vents to the outside (non-recirculating type) will also help prevent nuisance alarms from 
occurring by removing these combustible products from the kitchen.

To ensure your alarm remains in good working condition, follow these simple steps:
1. Press the TEST/SILENCE button once a week to verify the sound and indicator operation.
2. Remove the alarm from the ceiling and use a soft brush attachment to clean the cover and 

vents monthly to eliminate dust and debris.
3. Do not use detergents or solvents, as these may damage the unit.
4. Avoid spraying air fresheners, hair spray, or other aerosols near the device to prevent 

interference.
5. Never paint the device, as this will seal vents and compromise sensor function. Avoid 

disassembling or cleaning the interior to maintain your warranty.
6. Reinstall the alarm immediately after cleaning to ensure continuous �re and CO protection.
7. Ventilate the area when using household cleaning products or chemicals nearby.

9. Alarm Visual and Audible Indicators

10. Troubleshooting

Operate Mode

Smoke Alarm RED LED �ashes 
once a second.

Three long beeps with 
voice "Fire!", "Incendie!", 
three long beeps, 1.5 
seconds pause, repeating.

None

Smoke Alarm
Silent Mode

RED LED �ashes 
every 8 seconds.

Mute time for 
eight minutes

This feature is to be 
used only when a 
known alarm 
condition, such as 
smoke from cooking, 
activates the alarm.

High smoke 
levels cannot 
be silenced.

None Voice"Too much smoke, 
cannot be silenced", 
"Trop de fumée, mode 
silencieux impossible".

None

Hardwired 
Interconnect 
Alarm mode

None 3 long beeps, loop repeat.None

Hardwired 
Interconnect 
Alarm memory 
mode

RED LED �ashes 
every 1 second

None This status lasts for 3 
minutes before exit. 
This function indicates 
that an interconnected 
alarm has occurred.

Alarm memory
mode

RED LED �ashes 
every 40 seconds.

After button press, "Fire 
alarm before, The total 
number of historical 
alarms is X","Alarme 
incendie avant, Le nombre 
total d'alarmes en 
mémoire est de X". 
"Carbon monoxide alarm 
before, XXX PPM" The total 
number of historical
alarms is "X" détection de 
monoxyde de carbone 
avant, XXX PPM", Le 
nombre total d'alarmes en 
mémoire est de X".

This feature will help 
the user determine 
which alarm went 
off. This status can 
maintain 72 hours. 
You can exit the 
visual indicator by 
pressing the button 3 
times in succession. 
The voice will
always exist.

Visual (Flash) Audible (Beep / Voice) Description Mode

Normal
(standby)

AC power: Green 
LED on continuously 
DC power: Green 
LED �ashes every 
40 seconds

None None

Test RED LED �ashes 
in time with 
alarm pattern.

Long press Test/Silence 
button; Three long beeps, 
Voice "Fire!", "Incedie!". 
Three long beeps; Pause 
for a second four quick 
beeps, Voice "Warning, 
carbon monoxide", 
"Attention! Monoxyde de 
carbon!", four quick beeps. 

Press Test/Silence 
button once a week 
to verify proper 
alarm operation.

Trouble
Condition

Low battery 
warning

Yellow LED �ashes 
every 40 seconds.

Voice"Low battery", 
"Pile faible".

Press Test/Silence button 
once to silence for 10h. 
Replace batteries as 
soon as possible.

Smoke sensor
fault warning

Yellow LED �ashes 
every 40 seconds.

Voice"Smoke sensor 
error","Erreur du 
capteur de fumée".

Review Cleaning Your 
Alarm section. Remove 
and dispose your unit, 
and replace as soon 
as possible.

End-of-Life Yellow LED 
�ashes twice 
every 40 seconds.

Voice "End of life", 
"Fin de vie".

Press Test/Silence 
button once to silence 
for 10 hours. Remove 
and dispose your unit, 
and replace as soon 
as possible.

Visual (�ash) Audible (Beep / Voice) Description mode /
Action

TEN-YEAR LIMITED WARRANTY
This product is warrantied to be free from defects in material and workmanship for a period of 10 
(ten) years from the date of purchase. For products containing a sealed battery, this warranty does 
not cover any damage that may be caused by the battery. Warranty does not apply to replaceable 
battery.This warranty applies only to the original consumer purchaser and only to products used in 
normal residential use and service. If this product is found to be defective, the only obligation, and 
your exclusive remedy, is the repair or replacement of the product, at the company’s discretion, 
provided that the product has not been damaged through misuse, abuse, accident, modi�cation, 
alteration, neglect, or mishandling. This Warranty shall not apply to any product which is found to 
have been improperly installed, set-up, or used in any way not in accordance with the instructions 
supplied with this product. 
 
ALARM RETURNS
For replacement of this alarm under the terms of this Warranty, please contact customer service at 
feit.com/help for assistance. The company does not warrant, and speci�cally disclaims any 
warranty, whether express or implied, of �tness for a particular purpose, other than the warranty 
contained herein. No implied warranty on this product, created by state law, shall extend beyond 
the term of this warranty unless such law otherwise provides. The company speci�cally disclaims 
any liability and shall not be liable for any consequential or incidental loss or damage, including, 
but not limited to, damages to any equipment with which this product is used. Some states do not 
allow the exclusion or limitation of incidental or consequential damages, so the above limitations or 
exclusions may not apply to you. No agent, representative, dealer, or employee of the company has 
the authority to increase or alter the obligations or terms of this Warranty. This Warranty gives you 
speci�c legal rights and you may also have other rights which vary from state to state. This 
Warranty is only valid for merchandise purchased from outlets in the United States and Canada. 
This warranty expires upon product end-of-service life signal.

Optional locking feature
The locking feature is designed to discourage unauthorized removal of the Alarm. It is not 
necessary to activate the locks in single-family households where unauthorized battery or 
Alarm removal is not a concern.

1. Remove the small triangular tab from the bracket to activate the locking feature.
2. Rotate the alarm clockwise to install it securely.

3. To remove the alarm unit, press the release button on the bracket while rotating the unit 
counterclockwise.
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